
ð/K lòng ð/K cán
(D mm) (d mm)

22 0.6 0.4 0.9 0.7 1.3 0.9 1.6 1.1 1.9 1.3 2.2 1.5 2.5 1.8 0.1 0.1
28 0.6 0.3 0.9 0.5 1.3 0.6 1.6 0.8 1.9 1 2.2 1.1 2.5 1.3 0.1 0.1
28 1 0.7 1.5 1 2 1.3 2.5 1.7 2.9 2 3.4 2.4 3.9 2.7 0.2 0.1
36 1 0.5 1.5 0.7 2 0.9 2.5 1.2 2.9 1.4 3.4 1.7 3.9 1.9 0.2 0.1
36 1.6 1 2.3 1.6 3.1 2.1 3.9 2.6 4.7 3.1 5.5 3.7 6.2 4.2 0.3 0.2
45 1.6 0.8 2.3 1.1 3.1 1.5 3.9 1.9 4.7 2.3 5.5 2.7 6.2 3.1 0.3 0.2
45 2.5 1.7 3.8 2.6 5 3.4 6.3 4.3 7.5 5.2 8.8 6 10 6.9 0.5 0.3
56 2.5 1.3 3.8 1.9 5 2.6 6.3 3.2 7.5 3.8 8.8 4.5 10 5.1 0.5 0.3
56 3.9 2.7 5.9 4 7.9 5.4 9.8 6.7 12 8.1 14 9.4 16 10.8 0.8 0.5
70 3.9 2 5.9 3 7.9 4 9.8 5 12 6 14 7 16 8 0.8 0.4
70 6.1 4.2 9.2 6.3 12.3 8.4 15 10.5 18 12.6 21 15 25 17 1.2 0.8
90 6.1 3 9.2 4.4 12.3 5.9 15 7.4 18 8.9 21 10 25 12 1.2 0.6
90 7.7 4.5 12 6.8 15 9 19 11.3 23 14 27 16 31 18 1.5 0.9
100 7.7 3.8 12 5.7 15 7.5 19 9.4 23 11 27 13 31 15 1.5 0.8
100 10 6.1 15 9.2 20 12 25 15 30 18 35 21 40 25 2 1.2
110 10 5.3 15 8 20 11 25 13 30 16 35 19 40 21 2 1.1
110 13 8 19 12 25 16 32 20 38 24 45 28 51 32 2.5 1.6
125 13 6.6 19 10 25 13 32 16 38 20 45 23 51 26 2.5 1.3
125 16 10 24 14 31 19 39 24 47 29 55 34 63 38 3.1 1.9
140 16 8 24 12 31 16 39 20 47 24 55 28 63 32 3.1 1.6
140 19 11 29 17 38 23 48 28 57 34 67 40 76 45 3.8 2.3
160 19 9 29 13 38 18 48 22 57 27 67 31 76 36 3.8 1.8
160 25 14 37 22 49 29 61 36 74 43 86 51 98 58 4.9 2.9
180 25 12 37 18 49 24 61 30 74 35 86 41 98 47 4.9 2.4
180 31 18 46 27 62 36 77 45 92 54 108 63 123 72 6.2 3.6
200 31 15 46 23 62 30 77 38 92 45 108 53 123 60 6.2 3
200 40 25 60 37 80 49 101 61 121 74 141 86 161 98 8 4.9
220 40 21 60 32 80 42 101 53 121 64 141 74 161 85 8 4.2
220 51 32 76 48 102 64 127 80 153 96 178 112 204 128 10.2 6.4
250 51 26 76 40 102 53 127 66 153 79 178 92 204 105 10.2 5.3
250 63 38 94 57 126 77 157 96 188 115 220 134 251 153 12.6 7.7
280 63 32 94 48 126 64 157 80 188 96 220 112 251 128 12.6 6.4

Công th ức tính:

- Lực ñẩy F1 = A1*p
- Lực kéo F3 = A3*p

Thể tích (lít) cho m ỗi
10 cm hành trình
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LỰC ðẨY và LỰC KÉO tính b ằng ñơn v ị Tấn tại áp su ất làm vi ệc (bar ho ặc kg/cm2)

50 75 100 125


